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The Ultimate in Convenience!

Certifi cations/General Considerations

• Use of  Heatilator fl ex venting kit is required.
Venting Specifi cations

Finishing Materials
• The insert surrounds listed on the back of  this brochure have been tested and approved with this gas insert and 

may cover existing air circulation vents or grills on the original fi rebox into which it is installed.  Under no circum-
stances can combustible material be placed behind the surround.  

• The appliance installation must conform to local codes.  Before installing the appliance, consult the local building 
code agency to ensure that you are in compliance with all applicable codes, including permits and inspections.

• The ADi60 requires no hearth extensions.  Combustible material on the fl oor may be installed up to the insert.  
Do not obstruct the lower grill of  the insert.  The original fi replace cannot be returned to solid fuel in this condition.

• The metal fl oor of  the original fi rebox may be removed to facilitate the installation of  the insert.  The sidewalls 
and top structure of  the fi rebox may not be altered with the exception of  removable baffl e and damper.

• Fan kit wiring must be done prior to fi nishing installation.
 

• The ultimate in convenience and a great way to 
enhance your fi replace's appearance.

• Transforms your woodburning masonry or 
manufactured fi rebox into an effi cient, gas-fueled 
fi replace.

• Variable fl ame height and heat output keep you 
warm and cozy.

• Elegantly-appointed front sold separately, includes 
operable mesh door and child-safety catch.

• Beautiful fi re with random fl ame and seven logs 
with hand-painted detailing.

• Rose-colored refractory in traditional brick pattern 
included standard for a traditional masonry look.

• Standard 160 CFM fan with thermal sensor.

• Variable fl ame pattern is created with 18,000 to 
32,000 Btu/hr. input.

• Tested and listed to UL® Safety Standards.

• Heatilator Limited Lifetime Warranty.



PRODUCT & CLEARANCE DIMENSIONS

Product Dimensions

This information is for planning purposes only.  Please refer to installation instructions when installing this product.
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A Front Width 29-1/4"
B Rear Width 20-1/4"
C Depth 13-5/8"
 * Height 20-1/4"

*NOTE: If  exhaust collar on insert and 
fi replace damper do not line up, add 4" 
to minimum fi replace height for bends in 
vent pipe



a brand of Hearth & Home Technologies Inc.
1915 West Saunders Street  •  Mt. Pleasant, Iowa  52641
800-927-6841  •  fax 800-259-1549  •  heatilator.com  
Heatilator is a registered trademark of Hearth & Home Technologies 
Inc.  Specifi cations and options are subject to change.
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MODELS AND OPTIONS

Option Not Pictured
Wall switch kit, off-white WSK-21-HTI
Wall switch kit, white WSK-21-W-HTI
Brick kit BRICK-ADI60
LP gas conversion kit LPK-ADI60
Flex liner kit, 3" x 30' LINK-DV30B
Masonry 3" fl ex liner kit (expands to 30" and 4') LINK-DV4-30B
Adaptor OFFSET-ADP
3" fl exible liner (expands to 30") FLEX3-30
Connector kit - 3" liner to 3" liner FLEX-CNCT
   (one connector per kit)
14 1/2" round fl ashing adapter kit LINK-ZC-ADPB
  (for use with liner kit when using existing class A pipe)

 

Options

Model
ADi60 Direct vent natural gas insert

Fronts
AIF-4027-PB Matte black front with 40" x 27" surround, polished brass surround trim
AIF-4232-PB Matte black front with 42" x 32" surround, polished brass surround trim
AIF-4432-PB Matte black front with 44" x 32" surround, polished brass surround trim

Remote Controls
RCT-MLT-HTL
RC-BATT-HTL

RC-SMART-HTL
SMART-BATT-HTL
SMART-STAT-HTL

Multi-Function
Wall Switch

WSK-MLT-HTL

IntelliSwitchTM 

WSK100-HTL


